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Durco PTE Lined Tubular Filters
product guide

Durco PTE Lined Tubular Filters Are Designed For:

�x Continuous Industrial Filtration In 
Highly Corrosive Applications  With 
Automatic Backwash Options

�x Continuous Filtering With <200ppm 
Solids Loadings Down To 1 Micron*
Particle Retention At High Flow Rates

�x A Wide Range Of Tubular Filter 
Elements Support Your Specific 
Application Eliminating Cartridge & 
Operator Costs

*Durco PC Tubular Filters Enable 
Continuous Submicron Filtration

Durco PTE Lined Tubular Backwashing Filters Guide:

1. Durco Fluorocarbon-Lined PTE 
Tubular Filters For Severe Service

2. Durco PTE 3 Tubular Filter System 
Typical Arrangements / Dimensions

3. Durco Industrial Filtration Products

Durco Is The Industry Leader For
Ultra-Reliable Continuous Process Stream 

Filtration With High Flow Rate And 
Automatic Backwash Options

Durco TE Tubular Filter Continuous Filtration Systems
Durco PVC Tubular Filters For Filtration Of Water & Mildly Aggressive Liquids
More Information About Durco PTE Lined Tubular Filters Online

Ascension Industries  has purchased & owns all records, drawings, bills of materials and support data for existing:
Duriron (DURCO), Aquacare, FSD  Filter Presses, Pressure Leaf Filters & Pressure Nutsches, Tubular Filters & 
Enviro-Dri  Sludge Dryers. Ascension is the only authorized supplier of certified DURCO OEM Filters & Filter Parts.

http://www.asmfab.com/Submicron-Particle-Tubular-Filters.aspx
http://www.asmfab.com/Submicron-Particle-Tubular-Filters.aspx
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1. Durco Fluorocarbon Lined PTE Tubular 
Filter Series For Severe Corrosive Service

Positive Sealing 
Bolted Top Cover

Filter Element 
Easily Removed 
for Inspection or 
Replacement

Completely 
NonMetallic 
Flurocarbon 
"Filter Element

U-Cup Seal for 
Zero Bypass

Corrosion 
Resistant Coating 
on Carbon Steel 
Shelf

                                      Fluorocarbon Lining on
                                            All Metallic Parts

Polypropylene or Teflon Filter Media

Class 150 ANSI Flanged Connections

Fully Automated Systems Available with
Internal (shown) or External Backwash

�x Tank Car Loading and Unloading

�x Chlorate Production

�x Heat Exchanger Protection

�x Strong Acids

�x Brine Polishing

�x Pickling Solutions

�x Strong Alkaline Applications

�x Aggressive Solvents

�x Acid Recovery

�x Chemical and Petrochemical 
Industries

The Durco PTE Series fluorocarbon lined tubular 
backwashing filter is ideal for severe service applications 
requiring high flow rates and supreme resistance to 
corrosion.

Lined with fluorocarbon, and containing reusable, 
backwashable, and non-metallic filter elements, PTE 
Series Tubular Filters provide a cost-effective system for 
filtering corrosive liquids.

Durco PTE Tubular Filters eliminate the cost and 
handling of disposable media, thus avoiding operator 
contact with hazardous materials.

Other Features Include:

�x ANSI 150 Carbon Steel Body with corrosion 
resistant exterior coating or Stainless Steel Body

�x Particle retention down to 1 Micron

�x Fully automated systems available with fully lined 
manifolds and NEMA 4X control panels

�x Stainless steel air tubing for corrosive 
environments

�x Diaphragm protected instrumentation

�x All lined parts are inspected and high voltage 
spark-tested for defects

�x Manifolds available with Teflon or polypropylene 
lining - Also available with solid FRP manifolds
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2. Durco PTE 3 Fully Lined Tubular 
Backwashing Filter

Typical Arrangement and Dimensions

PTE Series available in the following configurations:

Single Tube (PTE 1)

- Manual Operation

- Internal Backwash

Dual Tube (PTE 2)

- Manual Operation

- Internal Backwash

Multiple Tubes (PTE 3)

- Manual or Automatic Operation

- Internal or External Backwash

Contact Durco Filtration To Discuss Your Continuous Filtration Requirements

3. Durco Industrial Filtration Product Lines

Pressure Leaf Filters Tubular Backwashing Filters Pressure Nutsches

Filter Presses Sludge Dryers


